Europaverband
» I I ochwasserschutz e.V. ®

VERLEIHUNGSURKUNDE

Auf Vorschlag des Giiteausschusses verleiht der Europaverband Hochwasserschutz e.V. (EVH)
hiermit flir das Hochwasserschuiz-System:

trelixx Hochwasserschutzscheibe mit Entnahmeluke

der Firma:
trelixx GmbH, Marienhof 1, D-61184 Karben

entsprechend den Giite- und Priifbestimmungen und des vorliegenden Priifprotokolis fiir die Herstellung,
Lieferung und Montage von technischen, mobilen Hochwasserschutzprodukien der Beurteilungsgruppe:

03 | Objekischutz (0) Linienschutz (L) Katastrophenschutz (K)

das

GUTEZEICHEN
SICHERHEIT IM HOCHWASSERSCHUTZ

mit den ermittelien Bewertungskriterien

Lagerung/Transport: KL O Aufbauzeit: KL O pichtheit KL 0/Sth. 2,58m
Om?®/m? 0,6min/m? 0.0l/min/m?

Die Benutzung des Giitezeichens ist nur in Verbindung mit dem beschriebenen HWS-System erlaubt und gilt
nur in Verbindung mit dem Priifprotokoll Nr.: EVH067/trelixx Entnahmeluke/03/05-24
Koblenz, 01.06.2024 Giiltigkeitsdaver: 62027
EUROPAVERBAND HOCHWASSERSCHUTZE. V.
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European Flood Protection Association

AWARD CERTIFICATE

Upon the recommendation of the quality committee, Europaverband Hochwasserschuiz .V. (EVH) hereby awards
the flood protection system:

~ trelixx Hochwasserschutzscheibe mit Entnahmeluke

supplied by:
trelixx GmbH, Marienhof 1, D-61184 Karben

in line with the quality and testing parameters of the test protocol provided for the manufacture, supply and
instaliation of technical, mobile flood protection systems for the categories:

03 | property protection (0) flood barrier (L) civil protection (K)
the

SEAL OF QUALITY
SAFETY IN FLOOD PROTECTION

with the detected assessment criteria

Storage/transportation: KL 0 instaliation time: KL O water-tightness: Kl 0/Sth. 2,58m
Om¥m? Omin/m? 0,01/min/m?

The use of the seal of quality is only permitted in connection with the flood protection system described and only
when used in conjunction with the test protocol number: ~ EVH067/trelixx Entnahmeluke/03/05-24
Koblenz, 01.06.2024 Period of validity: 06/2027
EUROPAVERBAND HOCHWASSERSCHUTZE. V.
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VERLEIHUNGSURKUNDE -

Auf Vorschlag des Giiteausschusses verleiht der Europaverband Hochwasserschutz e.V. (EVH)
hiermit flir das Hochwasserschutz-System:

trelixx Hochwasserschutzscheibe mit Kippluke

der Firma:

trelixx GmbH, Marienhof 1, D-61184 Karben

entsprechend den Giite- und Priifbestimmungen und des vorliegenden Priifprotokolls fiir die Herstellung,
Lieferung und Montage von technischen, mobilen Hochwasserschutzprodukien der Beurteilungsgruppe:

03 | Objekischuiz (0) Linienschutz (L) Katastrophenschutz (K)

das

GUTEZEICHEN
SICHERHEIT IM HOCHWASSERSCHUTZ

mit den ermittelten Bewertungskriterien

Lagerung/Transport: .~ KLO Aufbauzeit: KI. 0 pichthei K. 0/Sth. 2,55m
Omé¥m? 0,0min/m? 0.0l/min/m?

Die Benutzung des Giitezeichens ist nur in Verbindung mit dem beschriebenen HWS-System erlaubt und gilt
nur in Verbindung mit dem Priifprotokoll Nr.: EVH068/trelixx Kippluke/03/05-24
Koblenz, 01.06.2024 Gliltigkeitsdaver:  6/2027
EUROPAVERBAND HOCHWASSERSCHUTZ E. V.
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European Flood Protection Association

AWARD CERTIFICATE

Upon the recommendation of the quality committee, Europaverband Hochwasserschuiz e.V. (EVH) hereby awards
the flood protection system:

trelixx Hochwasserschutzscheibe mit Kippluke

supplied by:
trelixx GmbH, Marienhof 1, D-61184 Karben

in line with the quality and testing parameters of the test protocol provided for the manufacture, supply and
installation of technical, mobile flood protection systems for the categories:

03 | property protection (0) flood barrier (L) civil protectien K

the

SEAL OF QUALITY
SAFETY IN FLOOD PROTECTION

with the detected assessment criteria

Storage/transportation: .~ KL 0 nstaliation time: KLO Water-tightness: K1, 0/Sth. 2,55m
0m*/m? Omin/m? 0,0/min/m?

The use of the seal of quality is only permitied in connection with the flood protection system described and only
when used in conjunction with the test protocol number: EVHO068/trelixx Kippluke/03/05-24
Koblenz, 01.06.2024 Period of validity: 06/2027
EUROPAVERBAND HOCHWASSERSCHUTZ E. V.
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